






















LANDINI
Pompe s.r.l.

96 108

900700600500400300 800

13212084726054484236302418

FD 1450

423 475 58152837031726423821118515813210679

352 396 4844403082642201981761541321108866

A

A

FD4/M

FD5/M

pag. 11

H= Prevalenza in metri  -  Total manometric head in mts.  -  Hauteur manometrique en mt.  -  Förderhöhe in mt.

P= Potenza assorbita in CV  -  Absorbed power in HP  -  Puissance absorbée en CV  -  Leistungsaufnahme in PS
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16
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P

H

P

H

Pompe centrifughe orizzontali flangiate SAE

Horizontal flanged centrifugal pumps SAE norm

Pompes centrifuges horizontales brides SAE

Flanschpumpen nach SAE normen

P

H

21.5

3.1

22

2.8

21

4

Portata       -       Capacity       -       Débit       -       Fördermenge

Pompa tipo

Pump type

Pompe type

Pumpe Typ

Girante

Impeller

Roue

Laufrad

Giri/1'
R.P.M.

Tours/1'

U/1'

mc/h

l/min

USG/min

IG/min

66

290

242

350

21

92

77

250

15

66

55

P

H
FD50/2 A

30 25.5 20.5

5 5.5 6

31.5

4.6

33

4.3

FD65/2 A

P

H
FD50/3 A

44 40 34

7 8 8.7

45.5

6.3

47

5.7

P

H
FD65/3 A

34 32.5 30

7 7.5 8

27.5

8.5

24

9

35

6.2

35.5

6

60 57 53

12 12.5 13.6

48

14.3

42

15

62

10.7

63

9.5

P

H
FD5 A

15.7 15.5 15

5.1 5.5 5.7

14.5

6

13.5

6.5

15.8

4.9

16

4.5

P

H
FD6 A

22.5 22 21.5

8 8.5 8.7

20.5

9.3

18.5

9.9

22.8

7.5

23

7

P

H
FD6/M A

37 36.5 36

13 13.7 14.5

34

15.5

32

16.5

37.5

12.5

38
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16
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13.5

10.8
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26

18.5

P

H

P

H

P

H

P

H

P

H

P

H

P

H

P

H

P
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H= Prevalenza in metri  -  Total manometric head in mts.  -  Hauteur manometrique en mt.  -  Förderhöhe in mt.

P= Potenza assorbita in CV  -  Absorbed power in HP  -  Puissance absorbée en CV  -  Leistungsaufnahme in PS

Pompe centrifughe orizzontali flangiate SAE

Horizontal flanged centrifugal pumps SAE norm

Pompes centrifuges horizontales brides SAE

Flanschpumpen nach SAE normen

96 108 168156144132120

793 15851453132111891057740687634581528475423

1100880770660616572528484440396352

180 210 240 270 300 330 360

13201210

84

370

308

Giri/1'
R.P.M.

Tours/1'

U/1'

Portata       -       Capacity       -       Débit       -       Fördermenge

Pompa tipo

Pump type

Pompe type

Pumpe Typ

Girante

Impeller

Roue

Laufrad

mc/h

l/min

USG/min

IG/min

P

H
FD7 A

20.5 19.5 18.5

10.6 11 11.7

18

12

16.5

12.3

21

9.9

22

9.6

P

H
FD8 A

33 32 31.5

20.5 22 23

30.5

24

29

25

34

19

35

18

P

H
FD150 A

9 8.5 8

6.3 6.4 6.4

7

6.3

6

6

9.5

6

10

5.9

P

H
C

990

925

72

317

264

60

264

220

14.5

12.4

13.5

12.5

12.5

12.6

28

26

26

26.5

P

H
FD200 A

8.4 8.2

8.8 9.3

8

9.6

7.5

10

7

10.2

6.5

10.4

5.5

10.5

P

H
FD7/M B

P

H
A

P

H
E

P

H

FD8/M

D

P

H
C

P

H
B

P

H
A

P

H

P

H

P

H

P

H

P

H

P

H

P

H

49 48 47

28 30 31.5

46

33

45

35

49.5

26

50

24

43

36.5

41

37.5
55 54 53

32 34 36

52

37.5

51

40

55.5

30

56

27.5

49

41

47

42
61 60 59

36 38 40

58

42.5

57

45

61.5

33.5

62

31

55

46

53

48

38

24.5

37

27

36.5

28.5

35.5

29.5

34

31

31

34

27

36

22

37.5

18

39
44

29

43

31

42

33

41

35

40

37

37.5

40.5

34

44

30

47.5

26

49
50

35

49

37

48.5

39

48

41

47

43

44.5

47

41.5

51

36

54

31

56.5

27.5

60
55

40

54.5

44

54

46

53.5

48

53

50

50.5

54

48

58.5

44.5

62.5

40

65

35.5

67.5

30

70
61.5

46

61

48

60.5

50

59.5

52

59

54

57.5

59

54

63.5

51

68

47.5

73.5

43

77

37

82



LANDINI
Pompe s.r.l.

96 108

900700600500400300 800

13212084726054484236302418

FD 1750

423 475 58152837031726423821118515813210679

352 396 4844403082642201981761541321108866

A

A

FD4/M

FD5/M

pag. 13

H= Prevalenza in metri  -  Total manometric head in mts.  -  Hauteur manometrique en mt.  -  Förderhöhe in mt.

P= Potenza assorbita in CV  -  Absorbed power in HP  -  Puissance absorbée en CV  -  Leistungsaufnahme in PS

29.5 26.5 22

6 6.5 7.5

30 29 28

7 7.5 8

27

8.5

25

9

20

10

P

H

P

H

Pompe centrifughe orizzontali flangiate SAE

Horizontal flanged centrifugal pumps SAE norm

Pompes centrifuges horizontales brides SAE

Flanschpumpen nach SAE normen

P

H

31.5

5

33

4.5

31

6.5

Portata       -       Capacity       -       Débit       -       Fördermenge

Pompa tipo

Pump type

Pompe type

Pumpe Typ

Girante

Impeller

Roue

Laufrad

Giri/1'
R.P.M.

Tours/1'

U/1'

mc/h

l/min

USG/min

IG/min

200

12

53

44

P

H
FD50/2 A

43 38 32

8.8 9.6 10.2

47

8

49.5

7

FD65/2 A

P

H
FD50/3 A

62.5 57 50

12 13.2 14.2

66

10.7

69.5

9.2

P

H
FD65/3 A

50 48 43

12 13 14.8

35

16

24

16.5

51.5

11

52.5

10.2

66 63 54

16 17.5 19.5

41

21

25

21.5

69

15

70

14

P

H
FD5 A

23.3 22.8 22.4

8.6 9.1 10

21

10.7

18.5

11.4

23.6

8.2

23.8

8

P

H
FD6 A

32.5 31.5 30.5

13.8 15 15.8

28.5

16.7

25.5

17.5

33.5

12.6

34

11.5

P

H
FD6/M A

53.5 51.5 50

22.6 24.5 26.2

47.5

27.8

45

29.2

54.5

20.6

55

18.5

23

18.3

20

19

41

30.5

36

32

P

H

P

H

P

H

P

H

P

H

P

H

P

H

P

H

P

H

156144

687634

572528

31.5

6.2

53

9.5

71

13

24

7.9
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H= Prevalenza in metri  -  Total manometric head in mts.  -  Hauteur manometrique en mt.  -  Förderhöhe in mt.

P= Potenza assorbita in CV  -  Absorbed power in HP  -  Puissance absorbée en CV  -  Leistungsaufnahme in PS

Pompe centrifughe orizzontali flangiate SAE

Horizontal flanged centrifugal pumps SAE norm

Pompes centrifuges horizontales brides SAE

Flanschpumpen nach SAE normen

96 108 168156144132120

793 15851453132111891057740687634581528475423

1100880770660616572528484440396352

180 210 240 270 300 330 360

13201210

84

370

308

Giri/1'
R.P.M.

Tours/1'

U/1'

Portata       -       Capacity       -       Débit       -       Fördermenge

Pompa tipo

Pump type

Pompe type

Pumpe Typ

Girante

Impeller

Roue

Laufrad

mc/h

l/min

USG/min

IG/min

P

H
FD7 A

30.5 30 28.5

17.8 18.7 19

27.5

20

26.5

20.8

31

16.5

32

15.7

P

H
FD8 A

49.5 49 48

34 36 37.5

47

39

45

40.5

50

32

51

30

P

H
FD150 A

13 12.5 11.5

10.3 10.4 10.5

10.5

10.3

7.5

10

14

10

14.5

9.7

P

H
D

990

925

25

21.3

23

22

44

42

40

44.5

P

H
FD200 A

12 11.5

15 15.5

10.9

16

10.3

16.5

9.7

17

8.9

17.5

7.9

18

P

H

FD7/M

C

P

H
B

P

H
A

P

H

FD8/M

D

P

H
C

P

H
B

P

H
A

P

H

P

H

P

H

P

H

P

H

P

H

P

H

62 61 60

43 45 47.5

59

50

58

52

63

41

64

38

51.5

58

45

62
70 69 68

49 51 54

67

56

66

59

71

47

72

43

59.5

64

53

69
78 77 76

56.5 59 63

74.5

65

73

67

79

54

79.5

51

68

73

60

78
87.5

59

87

62

86

64

85

67

83.5

71

82

73.5

81

76

76.5

84

68

88

62

52

61

54

60

56

58.5

62

55.5

67

51

71

46

74

41

77
70

60

69.5

62

69

65

67.5

70.5

65

78

61.5

83.5

57.5

88.5

53

91.5

47

94
79

66

78.5

68

78

74

76

82

73.5

89.5

70

96.5

66.5

102

62

106

57

110
88

77

87.5

81

87

84

85.5

92

84

100

81

107

77.5

114

73

119

68

124

18501717

390 420

15401430

15

9.5

65

36
73

41
80

48
88

56

12.5 12.2

13.5 14.3

64

45

63

49
71

52

70.5

56
80

61

79.5

64
89

68

88.5

74
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H= Prevalenza in metri  -  Total manometric head in mts.  -  Hauteur manometrique en mt.  -  Förderhöhe in mt.

P= Potenza assorbita in CV  -  Absorbed power in HP  -  Puissance absorbée en CV  -  Leistungsaufnahme in PS

40 38 28.5

7.5 8.5 9.5

40 39 36

9.2 10.7 12

32.5

13

P

H

P

H

Pompe centrifughe orizzontali flangiate SAE

Horizontal flanged centrifugal pumps SAE norm

Pompes centrifuges horizontales brides SAE

Flanschpumpen nach SAE normen

P

H

42

6.7

43.5

5.6

40.5

8.5

Portata       -       Capacity       -       Débit       -       Fördermenge

Pompa tipo

Pump type

Pompe type

Pumpe Typ

Girante

Impeller

Roue

Laufrad

Giri/1'
R.P.M.

Tours/1'

U/1'

mc/h

l/min

USG/min

IG/min

P

H
FD50/2 A

59 54.5 41

12 13.2 15

62.5

11

64.5

9.7

FD65/2 A

P

H

FD50/3

B
82 77 63

15.8 17.5 20

85

13

86.5

12

P

H
FD65/3 A

66 61 54

17 20 22

45

23.5

68

16

69

15

87 80 67

26 28 30

51

32

91

22.5

93

20.5

P

H
FD5 A

30 28.5 27

13.8 14.8 15.3

25.5

16.3

30.5

12.8

31

12

P

H
FD6 A

43 42 40

20.5 22 23.4

38.5

24.7

35.5

25.7

44

19

45

17.8

P

H
FD6/M A

69 66.5 64

37 39.2 41.8

61

43.5

57

45.2

70.5

34.5

72

32

32

26.7

29

27.8

52.5

47.3

47

48.8

P

H

P

H

P

H

P

H

P

H

P

H

P

H

P

H

156144

687634

572528

41

8

70

14

94

18.5

168

740

616

200

12

53

44

P

H
A

85.5 81 66.5

16.7 18.5 21.5

88.5

15

90

13

180

793

660

73

29.4
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H= Prevalenza in metri  -  Total manometric head in mts.  -  Hauteur manometrique en mt.  -  Förderhöhe in mt.

P= Potenza assorbita in CV  -  Absorbed power in HP  -  Puissance absorbée en CV  -  Leistungsaufnahme in PS

Pompe centrifughe orizzontali flangiate SAE

Horizontal flanged centrifugal pumps SAE norm

Pompes centrifuges horizontales brides SAE

Flanschpumpen nach SAE normen

96 108 168156144132120

793 15851453132111891057740687634581528475423

1100880770660616572528484440396352

180 210 240 270 300 330 360

13201210

84

370

308

Giri/1'
R.P.M.

Tours/1'

U/1'

Portata       -       Capacity       -       Débit       -       Fördermenge

Pompa tipo

Pump type

Pompe type

Pumpe Typ

Girante

Impeller

Roue

Laufrad

mc/h

l/min

USG/min

IG/min

P

H
FD7 A

41.5 40.5 40

24.5 26 27

38.5

28

37.5

29

42

23.3

42.5

21.5

P

H
FD8 A

66 65 64.5

47 49.5 52

63.5

54.5

62

56.5

66.5

44

67

41.5

P

H
FD150 A

18.5 17.5 17

14.7 15 15.2

16

15.5

13.5

15.2

19

14.5

19.5

9.7

P

H
D

990

925

36

30

34.5

31

61

59

57

63.5

P

H
FD200 A

16 15.6

21.6 22.3

15

22.6

14.4

23

13.8

23.6

12.2

24.6

10

25

P

H

FD7/M

C

P

H
B

P

H
A

P

H

FD8/M

D

P

H
C

P

H

P

H

P

H

P

H

P

H

P

H

P

H

81 80 79

60 63 65

78

68

76

71

82

57

83

53

70

76

63

83
92 91 90

69 72 76

89

79

87

83

93

66

94

62

81.5

91

74

99
102 101 100

81 85 89

99

92

97

95

103

77

104

72

91.5

104

85

111
114

86

113

93

112

97

111

100

110

106

109

108

108

111

103

120

97

130

81.5

72

80

74.5

79.5

77

77.5

84.5

75

90

71

96.5

66

103

61.5

106
92.5

83

92

87

91.5

91

90

99.5

88

108

84.5

116

81.5

124

77

129

72

134

21131850

420 480

17601540

84

50
95

58
105

68
115

81

16.5 16.3

20.3 21

P

H

P

H

30

32.7

67.5

39

56

110



(LANDINI) 
Pompe s.r.l. 

Pompe centrifughe a flangiatura SAE serie FD 

Flanged centrifugai pumps SAE norm FD serie

Pompes centrifuges brides SAE série FD 

Flanschpumpen nach SAE normen Serie FD 

Dimensioni e ingombri - Overall dimensions - Dimensions d'encombrement - MaP.ie 

DNm A 
D 

3oNa-
r

---

G 

F DNm 

rn 

DNa 

.. 
7 

H 

Pompa Tipo FLANGIA - FLANGE - BRIDE - KOMPELUNG
Pump Type 

ra E SAE3 SAE4 SAE5 
z z B e E G H Kg. Pompe Type e e ·e ·e ·e 

.2 
·e 

.2 
·e 

.2 
·e 

A D F 0 0i .2 A D F 0 0i .2 A D F 0 0i .2 
Pumpe Typ ...: 

0 
...: 

0 
...: 

0 e e e 

FD4/M - - - 289 280 312 303 116 
- - � � � -

FDS0/2 65 50 - - - 362 174 283 385 197 306 178 250 190 
- - - - - - � � � -

FDS0/3 - - - 437 358 460 381 265 
(') CO 18 165 -(') (') 

FDS/M - - - 295 285 318 296 si (0 8 11 122 
- � � (0 

(') 
� -

U") i:-
(') 

FD65/2 80 65 363 288 e- 363 173 288 386 196 311 192 275 190 
U") <D U") 

� 173 � ai o:i 12 11 - - � � � -

FD65/3 438 363 o N 438 363 
O) 

"' 12 11 461 386 265 
" " /o (') 

FDS 306 181 122 
(') 

329 204 145 165 264 125 230 - - -
- - - - 11 

FD6 100 80 - - - 331 206 162 - - - 186 300 125 -

FD6/M 377 220 343 377 220 343 - - - 233 330 157 18 -

FD7 338 212 162 338 212 162 - - - 203 312 126 -
- - - - 11 

FD8 125 100 344 205 148 344 205 148 - - - 232 360 139 -

FD7/M 12 11 287 400 157 
393 236 362 - - - - - - - - - - 22 280 -

FD8/M 150 125 300 425 157 

FD150 150 150 325 193 264 325 193 264 U") 348 216 287 (') CO 178 233 132 11 230 O) 
"' 

(') (') 

/o 
12 11 si (0 8 11 

9% FD200 200 200 368 213 275 368 213 275 
(') 

391 236 325 (0 
(') 232 252 155 M12 232 (') (') 
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(LANDINI) 
Pompe s.r.l. 

Pompe centrifughe a flangiatura SAE serie FD 

Flanged centrifugai pumps SAE norm FD serie

Pompes centrifuges brides SAE série FD 

Flanschpumpen nach SAE normen Serie FD 

Dimensioni e ingombri - Overall dimensions - Dimensions d'encombrement - MaP.ie 

Q 

p 

o 

DN 

DN 
(UNI PN25) 

*40

40 

50 

65 

80 

100 

125 

150 

200 

o 

-

88 

102 

122 

130 

158 

188 

210 

250 

p Q 0 fori nr. fori 

85 101 9 

110 150 

125 165 

145 185 4 
18 

160 200 

180 220 

210 250 

240 285 8 
22 

295 340 
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